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ZOO FAN
The stylish ZOO (Zone Of Occupancy) Fan destratifies by 
producing a gentle, concise column of air that draws warm 
air from the ceiling and forces it down to floor level. By doing 
this it helps create a more pleasant and comfortable indoor 
environment for workers and customers.

2
YEAR WARRANTY

KEEP THEM 

SAFE, MAKE 

THEM HAPPY
Warm-up the floor 

and help keep it dry, 

reduce condensation on 

equipment, eliminate hot 

and cold spots. Relaxed, 

comfortable people work 

more, play more, buy 

more  and smile more!
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FAST 

PAYBACK
ZOO Fans create even temperatures from floor-to-ceiling and 

wall-to-wall that make it easier and more e$cient to heat or cool 

a building. HVAC systems run less and energy costs go down. 

Noticeably improve comfort and watch productivity and sales 

increase. Typical payback periods of 1-3 years. Most of the ROI 

occurs in less than 2 years.

SMALL FANS, 

BIG SAVINGS
ZOO Fans are the most 

e$cient and e%ective 

small destratification fans 

on the market.  Rigorous 

independent testing 

proves that ZOO Fans use 

less energy to move air 

than the competition—

that means fewer fans, 

lower installation costs, 

and lower operating 

costs.

ENVIRONMENTALLY  

CONSCIOUS
ZOO Fans will improve air circulation and thermal comfort in 

new and existing facilities. With ZOO Fans you can use less 

energy, service and replace HVAC systems less often and, reduce 

or eliminate ducting; these are all good ways to reduce carbon 

footprint. Visit our website to see the many ways ZOO Fans can 

contribute to SBEM and energy e$cient funding.

THESE FANS GO WHERE 

OTHERS WON’T
They’re easy to install around obstructions such as lighting or 

overhead cranes. The directed column of air is perfect for aisles 

or avoiding sensitive areas, and ZOO Fans’ enclosed housing 

will never cause a strobe e%ect with lighting or interfere with fire 

suppression equipment.
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F MODEL ZFH30(G) ZFH60(G)

FAN SIZE (mm/ft) 250/0.82 300/0.95

CASE LENGTH 23 21

AVG. dB(A) 

@ 3M

INLET 37 43

OUTLET 38 42

FREE AIR m
3
/hr 972 1908

FIXING CENTRES 230 230

OUTLET GRILLE 0.05 0.09

MOTOR 415 V 0.24 0.38

MAXoC 55 55

WEIGHT 7kg 9kg

MODEL ZFH30 ZFH30G ZFH60 ZFH60G

GUARDS* NO YES NO YES

AØ 379/1.24 379/1.24 453/1.48 453/1.48

BØ 300/0.98 300/0.98 367/1.2 367/1.2

CØ 352/1.15 352/1.15 421/1.38 421/1.38

D 445/1.45 445/1.45 533/1.74 533/1.74

E 539/1.76 539/1.76 656/2.15 656/2.15

F 378/1.24 378/1.24 460/1.24 460/1.24

*Finger guards on inlet and outlet

All dimensions in mm/ft

Overheating results in significantly more 

energy consumption than necessary and 

usually creates hot and cold spots in a building.

A ZOO FAN CREATES A GENTLE, 

CONCISE COLUMN OF AIR 

THAT BRINGS WARM AIR DOWN 

TO FLOOR LEVEL, DESTRATIFIES 

THE SPACE AND REDUCES THE 

TEMPERATURE DIFFERENTIAL 

TO AS LOW AS 1° OVERALL.
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BENEFITS

Raise productivity 

Improve comfort

Lower energy costs

Increase sales

SAVINGS

Lowers energy consumption

Reduces a facility’s Carbon 
Footprint

Maximises the e$ciency of 
the HVAC systems

Lowers installation costs

Simplifies infrastructure 
equipment (fewer ducts and 
di%users)

Fast return on investment

APPLICATION

Retail

Warehouse 

Distribution Centres

Hangars

O$ce 

Gymnasium 

Theatres

Airports 

Transportation Hubs

ZOO Fans move air within a narrow, easily discernible column and can be installed to 

target specific areas, such as workstations, or to avoid particular areas. 

The di%erence in temperature between the floor and the ceiling can be significant: 0.25°C 

to 0.5°C per 300mm, or more, above 1.5m.  The fans are simple to angle or rotate for infinite 

adjustment.

VERSATILE 
& EFFECTIVE

CFD showing the e%ects of Zoo 

Fans (Computational Fluid 

Dynamics) computer model of a 

12.2 metre x 12.2 metre space with 

a 7.6 metre flat ceiling deck and a 

ceiling mounted heat source with 

a thermostat a$xed 1.5 metres 

above the floor, set at 21°C.

Destratification results in a more

even temperature throughout the

Zone Of Occupancy. Creature

comfort improves noticeably and

energy consumption is reduced,

often significantly.

The built-up heat at ceiling

level is forced down when the

ZOO Fan (represented by the

white silhouette) is turned on.

EASY TO CONTROL

Operate individually or together in zones 

BMS integration available 

Variable speed control allows fine tuning of airflow for ceiling lights from 2.6m to 30m or more. 



9

HVLS AND ZOO FANS GO HAND 
IN HAND TO CREATE AIRFLOW IN 
ANY SPACE
HVLS fans are extremely e%ective at improving air circulation in open areas. But in 

areas where placement is an issue due to obstructions from lighting, cranes or even the 

architectural design, adding Zoo Fans optimises airflow. 

Looking at areas with racking for example, big fans have a smaller impact beyond the one 

aisle that is inline with the centre of the fan. 

Zoo Fans provide significantly more circulation in aisles that are inline with the centre of 

HVLS fans and create air circulation in aisles that are out of line with the centre of HVLS 

fans.

Working together, the HVLS and ZOO Fan 

create a highly e+cient circulation and 

destratification system in any space, 

despite any obstacles the space presents. 

Air velocities 6” above the 

ground—2 HVLS fans, no ZOO 

Fans

Air velocities 6” above the 

ground—2 HVLS fans, 60 ZOO 

Fans

MADE 

TOUGH!
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Ventilation products built to withstand 

the toughest environments.

No 147, Jalan TUDM

Kampung Baru Subang

40150 Shah Alam, Selangor

West Malaysia

 

Phone: (+603) 7846 0340

Fax: (+603) 7842 1132

www.eltafans.asia


